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3300 - SPECIFICATION FOR SUB-BASE COURSE 
 
 
3300 - 1  DESCRIPTION 
 
1.01 The work shall consist of spreading and compacting screened or crushed aggregate on a prepared surface. 
 
1.02  The following definitions shall apply for this specification: 
 
 (a) Mean: 
 
 The arithmetic average of a set of 'n' test results constituting the sample. 
 
 (b) Moving average:  
 
 The arithmetic mean of 3 consecutive test results. 
 
 (c) Sub-base aggregate:  
 
 The aggregate before mixing, when binder is to be added or the aggregate before spreading and compacting, 

when no binder is to be added. 
 
 (d) Sub-base mix:  
 
 The sub-base aggregate after mixing with binder and water but before spreading and compacting. 
 
 (e) Sub-base course:  
 
 The sub-base aggregate or sub-base mix in place on the road during and after spreading and compacting. 
 
3300 - 2  MATERIALS 
 
Aggregate 
 
2.01 Sub-base aggregate shall be composed of sound, hard, and durable particles of sand, gravel and rock free from 

injurious quantities of soft or flaky particles, shale, loam, clay balls and organic or other deleterious material. 
 
3300 - 3  CONSTRUCTION 
 
General 
 
3.01 (a) Sub-base course shall comply with the requirements listed in Table 1: 
 
 TABLE 1 
 

Sieve 
Designation 

Percent By Weight Passing Canadian Metric Sieve 
Series 
TYPE 

 6 8 10 
50.0 mm 100.0 100.0 100.0 
2.0 mm 0 - 80.0 0 - 90.0  
400 um 0 - 45.0 0 - 60.0  
160 um 0 - 20.0 0- 25.0  
71 um 0 - 6.0 0 - 15.0 0 - 20.0 

Plasticity Index (all types) 0 - 6.0 
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3505 - 2  MATERIALS 
 
Aggregate 
 
2.01 Base aggregate shall be composed of sound, hard and durable particles of sand, gravel and rock free from injurious 

quantities of elongated, soft or flaky particles, shale, loam, clay balls and organic or other deleterious material. 
 
3505 - 3  CONSTRUCTION 
 
General 
 
3.01 (a) Base course shall comply with the requirements listed in Table 1. 
 

TABLE 1 
 

 PERCENT BY WEIGHT PASSING CANADIAN METRIC SIEVE SERIES 
 

SIEVE DESIGNATION 
 

TYPE 
 31 33 35 

31.5 mm 
18.0 mm 
12.5 mm 
5.0 mm 
2.0 mm 
900 um 
400 um 
160 um 
71 um 

100.0 
75.0 - 90.0 
65.0 - 83.0 
40.0 - 69.0 
26.0 - 47.0 
17.0 - 32.0 
12.0 - 22.0 
7.0 - 14.0 
6.0 - 11.0 

 
100.0 

75.0 - 100.0 
50.0 - 75.0 
32.0 - 52.0 
20.0 - 35.0 
15.0 - 25.0 
8.0 - 15.0 
6.0 - 11.0 

 
100.0 

81.0 - 100.0 
50.0 - 85.0 
32.0 - 65.0 
20.0 - 43.0 
15.0 - 30.0 
8.0 - 18.0 
7.0 - 12.0 

Plasticity Index 0 - 7.0 0 - 6.0 0 - 5.0 
Fractured Face % 50.0 Minimum  

Light Weight Pieces %  5.0 Maximum  
 
 (b) A tolerance of 3% in the percent by weight passing the maximum size sieve shall be permitted providing 100% 

of the oversize passes the 40.0 mm sieve for Type 31 base course and the 22.4 mm sieve for Types 33 and 35 
base course. 

 
3.02 The following shall apply to Department owned or controlled aggregate sources shown on the plans or as described in 

the Special Provisions: 
 
 (a) Overburden shall be removed from material deposits in accordance with Specification 2260 For Removal Of 

Overburden.  
 
 (b) Rock passing a 450 mm square opening screen and larger than the maximum specified size shall be crushed 

and incorporated simultaneously throughout the crushing operation. 
 
 (c) Stockpiles shall be constructed in accordance with Specification 3600 For Stockpiling Aggregates. 
 
3.03 Binder, filler, and blender sand shall be provided in accordance with Specification 3400 For Binder, Filler And 

Blender Sand. 
 
3.04 Binder, filler and blender sand shall be added using a separate conveyor system. 
 
3.05 Binder, filler and blender sand feeds shall be accurately controlled and coordinated.  




